
Cruise N Comfort USA 
            HD 12/24 DC Air Conditioner

Operation / Maintenance Manual



    The Cruise N Comfort USA HD-12/24 air conditioner is a very simple and efficient DC air conditioner. 
To operate the system flip the on / off switch to the on position located on the control pod (fig.1). This will 
start the compressor and blower fan that carries the cold air to the driver. Next rotate the rotary knob on 
the control pod clockwise to increase the air flow to the driver and counter clockwise to decrease the air 
flow to the driver. The HD-12/24 internally regulates the output air temperature of the unit to keep the 
unit from freezing up and to make the unit operate more efficiently.  

Operation

Service
The HD-12/24 system should not need servicing, in the event the unit does not cool properly, shut 

off the unit immediately and  please Contact Cruise N Comfort USA @ (855) 899-1442 or Chris Frye @ 
(602) 284-6999 for assistance and diagnosing.

Maintenance

Always remember to disconnect power at batteries BEFORE attempting any service / maintenance, serious 
injury could result. The HD-12/24 uses disposable filters located on the front of the evaporator on the 
compressor box (fig. 2). These filter should be checked for dust and debris on a monthly bases and replaced. 
The condenser is located in different places depending on the vehicle, it  should be checked monthly and be 
free of dirt and debris. It is important monthly to check the condensation tray located under the evaporator 
(fig.2) for any debris that could plug the drain fitting or cause water to backup in the condensation tray. It is 
advisable to blow compressed air thru the condensation tube to free any deposits.
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